
AUTOMATED LOUDSPEAKER
MONITORING
PRODUCT OVERVIEW
24/7 monitoring of the entire audio chain. Performing scheduled tests to ensure every message
reaches the customer. Full site wide analytics for real-time fault detection and management

AS STANDARD
End-to-End Testing
Routing Faults (detect zoning errors)
Automated/Manual Testing
Identification of individual & zoned
speaker faults
Sound Level Indication & Tracking
PA System Agnostic (100v line or battery
Checks Speaker Audibility
Built in Self-Test
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Housing

Dimensions 60 X 35 X
20mm + flanges
Standard colour - Black
(others available)
IP Rating : IP54 (IP65 to
order)

Mounting
Secured by; screw, tiewrap,
tiewrap to pole

LoRa®

Antenna built in
Frequency Band: EU868 /
US915
High-power LoRa radio/PA
Long-range
communication

Microphone

low-distortion high
sensitivity digital
microphone
64 dB signal-to-noise ratio
–26 dBFS ±3 dB sensitivity
Both Internal/external
available

Core
STM32WL3Rxx Arm
Cortex-M0+

Power Supply

Ultralow-power
consumption: < 200mW
Power options : 100/70v
line, Battery (>5yrs), d.c.
power

AUDIVISE MODULE

Antenna Connector 1 x External Antenna

Concentrator
SX1302, 8 Channels (Half-
duplex)

Frequency Band EU868 / US915

Sensitivity -140 dBm Sensitivity at Sf12

Output Power Up to 27 dBm

Ethernet Interface

Port: 1 x RJ45 WAN   Port
Physical Layer: 10/100 Base-T
(IEEE 802.3)
Data Rate: 10/100 Mbps (Auto-
Sensing)
Interface: Auto MDI/MDIX
Mode: Full or Half Duplex (Auto-
Sensing)

Wi-Fi Interface
Standards: IEEE 802.11 b/g/n,
2.4 GHz

Cellular Interface
Network: 4G LTE (Cat 1 bis) /
GSM - microSIM

Power Supply and
Consumption

Power Input: 5V via USB Type-C
Port
5~12V DC - 2-pin Terminal
Block

Others

Button: 1 x Reset Button
Console Port: 1 x USB 2.0
(Type-C)
LED Indicators: 1 x Controller, 1
x The Things Stack

GATEWAY

TECHNICAL SPECIFICATION
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